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PROPOSED TYPICAL SECTION - 6

STA. 14+610.848
STA. 14+610.848
STA. 14+721.040
STA. 14+688.450
STA. 14+882.500
STA 14+882.500
STA. 14+937.430
STA. 14+904.840

LT TO
RT TO
LT TO
RT TO
LT TO
RT TO
LT TO

RT TO

STA. 14+721.040 LT
STA 14+688.450 RT
STA. 14+724.000 LT - SEE DETAIL
STA. 14+724.000 RT - SEE DETAIL
STA.14+937.430 LT - SEE DETAIL
STA. 14+904.840 RT - SEE DETAIL
STA. 15+083.425 LT
STA. 15+039.155 RT
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EXISTING GRAVEL SHOULDERS

EXISTING GUTTER

EXISTING GUTTER EXTENSION
EXISTING BIT. SHLD, 200mm

W/ 150mm BIT. CURB

EXISTING P.C.C. PAVEMENT 228-150-228

EXISTING P.C.C. WIDENING, 200mm

EXISTING BIT. CONCRETE OVERLAY (VAR.FROM 178 TO 235)
PROPOSED BITUMINOUS SURFACE

REMOVAL (COLD MILLING) VAR DEPTH (19mm AVG)
PROCESSING LIME MODIFIED SOILS, 300mm |

PROPOSED BITUMINOUS BASE COURSE,

SUPERPAVE, 300mm

PROPOSED LEVELING BINDER

COURSE SUPERPAVE N50, 19/25mm (WIDENING AREAS)
PROPOSED BITUMINOUS SURFACE |

COURSE MIX “C’ SUPERPAVE N50, 38mm

PROPOSED BITUMINOUS BASE

COURSE/WIDENING, SUPERPAVE, 225mm

PROPOSED GUTTER REMOVAL (INCLUDES

BITUMINOUS OVERLAY AND GUTTER EXTENSION)
PROPOSED TYPE ‘A’ GUTTER (MODIFIED)

PROPOSED STRIP REFLECTIVE

CRACK CONTROL TREATMENT

AGGREGATE SHOULDER TYPE B (57Tmm TO 25mm)
AGGREGATE SHOULDER TYPE B (150mm)
PAVEMENT MARKING, LINE 125 mm
BITUMINOUS SHOULDER SUPERPAVE, 200mm
BITUMINOUS SHOULDERS SUPERPAVE
BITUMINOUS CONCRETE BINDER COURSE
SUPERPAVE, VAR. DEPTH (WHEN THICKNESS > 57mm)

PROPOSED
PROPOSED
PROPOSED
PROPOSED
PROPOSED
PROPOSED
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